
✓ RoHS

✓ REACH/SVHC

✓ (EC) 1272/2008

✓ (EC) 1907/2006

2006 Annex XVII

✓ (EC) 689/2008

✓ TSCA

✓ CP65

✓ SARA Title III

✓ WHMIS

*B115A is not designed 

for sale to Switzerland.

Certifications

✓ High Sensitivity

✓ Scratch Resistance

✓ High Resolution

✓ Adaptability to a wide 

range of paper

FeaturesRecommended Application

Blood/Test tubeMedical Pack

Medicare

Ticket

Bills

Product Tag Product Label

Retail

Logistics / Warehousing

Storage Label Logistic Label

Asset Label

Signage

Others

New Affordable

Wax Resin Ribbon

B115A



Product Characteristics

Product Specification

General Condition

✓ Usage conditions: 5-35℃ at 30-85% of humidity

✓ Storage Life: 24 months after slitting day

✓ Keep indoor avoiding high temperature & humidity, 

direct sun light

B115A is the most affordable 

Wax Resin ribbon among RICOH 

products lineup

B115A promises its quality 

excellence. 

B115A possesses a superior 

sensitivity and scratch 

resistance to other products.
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B115A

Appearance Density 1.90

Sensitivity Sensitivity ◎

Resistance

Scratch Rank 4

Finger Rank 4

Heat Rank 3

Paper Adaptability

Coated ◎

Glossy Coated ◎

Synthetic ○

PET ○

Web: https://industry.ricoh.com/en/thermal/
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